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Note: Style and product availability may vary slightly from those shown in this catalog due to material availability and/or improvements to our 
designs. Specifications are subject to change without notice. Finger joint technique is used in some of our molding and decorative items, which is 
acceptable in industry standard. Natural variations of wood make the possibility of the finger joints visible. There is ¼” to ½” deviation on all vanity 

cabinets. Check with your sales representative for product specification before planning your projects.
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Note: Plywood center panel for E1 & E2 
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NEW STYLES
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Note:
As we continue to improve our product qualities and designs, the actual functionality of Door Hinges and Drawer Glides may vary slightly between
existing and newest product styles and finishes. Please check with your local Luban Cabinetry showroom or dealer for the most current updates.
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Note: 
Vanity FA#### Cabinets, 1/8” – 1/2” 
deviation expected.
Door opening direction: Flip the Wall 
Cabinet to change the hinge side.
Unscrew the Base Cabinet door to switch 
hinge side.
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Note: Some item names ending with -G are 
the same as the ones without.
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Note: Style and product availability may vary slightly from those shown in this catalog due to material availability and/or improvements to our 
designs. Specifications are subject to change without notice. Finger joint technique is used in some of our molding and decorative items, which is 
acceptable in industry standard. Natural variations of wood make the possibility of the finger joints visible. There is ¼” to ½” deviation on all vanity 

cabinets. Check with your sales representative for product specification before planning your projects.
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Note: Style and product availability may vary slightly from those shown in this catalog due to material availability and/or improvements to our 
designs. Specifications are subject to change without notice. Finger joint technique is used in some of our molding and decorative items, which is 
acceptable in industry standard. Natural variations of wood make the possibility of the finger joints visible. There is ¼” to ½” deviation on all vanity 

cabinets. Check with your sales representative for product specification before planning your projects.
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Note: Style and product availability may vary slightly from those shown in this catalog due to material availability and/or improvements to our 
designs. Specifications are subject to change without notice. Finger joint technique is used in some of our molding and decorative items, which is 
acceptable in industry standard. Natural variations of wood make the possibility of the finger joints visible. There is ¼” to ½” deviation on all vanity 
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acceptable in industry standard. Natural variations of wood make the possibility of the finger joints visible. There is ¼” to ½” deviation on all vanity 

cabinets. Check with your sales representative for product specification before planning your projects.
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acceptable in industry standard. Natural variations of wood make the possibility of the finger joints visible. There is ¼” to ½” deviation on all vanity 

cabinets. Check with your sales representative for product specification before planning your projects.
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Note: Style and product availability may vary slightly from those shown in this catalog due to material availability and/or improvements to our 
designs. Specifications are subject to change without notice. Finger joint technique is used in some of our molding and decorative items, which is 
acceptable in industry standard. Natural variations of wood make the possibility of the finger joints visible. There is ¼” to ½” deviation on all vanity 

cabinets. Check with your sales representative for product specification before planning your projects.
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acceptable in industry standard. Natural variations of wood make the possibility of the finger joints visible. There is ¼” to ½” deviation on all vanity 
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acceptable in industry standard. Natural variations of wood make the possibility of the finger joints visible. There is ¼” to ½” deviation on all vanity 

cabinets. Check with your sales representative for product specification before planning your projects.
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acceptable in industry standard. Natural variations of wood make the possibility of the finger joints visible. There is ¼” to ½” deviation on all vanity 

cabinets. Check with your sales representative for product specification before planning your projects.
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designs. Specifications are subject to change without notice. Finger joint technique is used in some of our molding and decorative items, which is 
acceptable in industry standard. Natural variations of wood make the possibility of the finger joints visible. There is ¼” to ½” deviation on all vanity 

cabinets. Check with your sales representative for product specification before planning your projects.
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cabinets. Check with your sales representative for product specification before planning your projects.

«�����������

�
�������
�
�����
���
�

�
�������
�
�����
���
�

�
�������
�



��¢�����������­����§����
§��������������������������������±

��������� ���������� ������

�������������������­�


������������������­�

�������������������­�


������������������­�


������������������­�

	������������������­�

������

������

������

������

������

������

�
 ����������������������

D
U

M
M

Y 
D

O
O

R
S,

D
R

A
W

E
R

S 
&

 R
E

P
LA

C
E

M
E

N
TS

Note: Style and product availability may vary slightly from those shown in this catalog due to material availability and/or improvements to our 
designs. Specifications are subject to change without notice. Finger joint technique is used in some of our molding and decorative items, which is 
acceptable in industry standard. Natural variations of wood make the possibility of the finger joints visible. There is ¼” to ½” deviation on all vanity 

cabinets. Check with your sales representative for product specification before planning your projects.
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Note: Style and product availability may vary slightly from those shown in this catalog due to material availability and/or improvements to our 
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cabinets. Check with your sales representative for product specification before planning your projects.
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Note: Style and product availability may vary slightly from those shown in this catalog due to material availability and/or improvements to our 
designs. Specifications are subject to change without notice. Finger joint technique is used in some of our molding and decorative items, which is 
acceptable in industry standard. Natural variations of wood make the possibility of the finger joints visible. There is ¼” to ½” deviation on all vanity 

cabinets. Check with your sales representative for product specification before planning your projects.

���������

	�����


��
���
���

	�����


��
���
���

	�����

����
	�����

����������������	���������������������	����



��������� ���������� ������

��������� ���������� ������

����

����

���

���

������������������­

�������������������­�

��������� ���������� ������

����

����

����

�����

�����

�����

��������������­

��������������­

����������������­��

��������� ���������� ������

��	���������������������­���	

	����������������������­�����������

�� ����������������������

P
A

N
E

LS
 &

 F
IL

LE
R

S

Note: Style and product availability may vary slightly from those shown in this catalog due to material availability and/or improvements to our 
designs. Specifications are subject to change without notice. Finger joint technique is used in some of our molding and decorative items, which is 
acceptable in industry standard. Natural variations of wood make the possibility of the finger joints visible. There is ¼” to ½” deviation on all vanity 

cabinets. Check with your sales representative for product specification before planning your projects.
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Note: Style and product availability may vary slightly from those shown in this catalog due to material availability and/or improvements to our 
designs. Specifications are subject to change without notice. Finger joint technique is used in some of our molding and decorative items, which is 
acceptable in industry standard. Natural variations of wood make the possibility of the finger joints visible. There is ¼” to ½” deviation on all vanity 

cabinets. Check with your sales representative for product specification before planning your projects.
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Note: Style and product availability may vary slightly from those shown in this catalog due to material availability and/or improvements to our 
designs. Specifications are subject to change without notice. Finger joint technique is used in some of our molding and decorative items, which is 
acceptable in industry standard. Natural variations of wood make the possibility of the finger joints visible. There is ¼” to ½” deviation on all vanity 

cabinets. Check with your sales representative for product specification before planning your projects.
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